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TITLE SHEET

INDEX OF SHEETS. GENERAL NQOTES.
AND HIGHWAY STANDARDS

COMMITMENTS.,

SUMMARY OF QUANTITIES
TYPICAL SECTIONS
SCHEDULE OF QUANTITIES
AL IGNMENT. TIES. AND BENCHMARKS
EXISTING AND PROPOSED PLAN AND PROFILE
MAINTENANCE OF TRAFFIC - DETOUR ROUTE

TEMPORARY TRAFFIC SIEGNAL PLAN
PAVEMENT MARKING. EROSION CONTROL. &

LANDSCAPING PLAN
STRUCTURAL PLANS

DISTRICT DETAILS

GENERAL NOTES ~ MISCELLANEQOUS

SCHIEHK

BEFORE STARTING ANY EXCAVATION. THE CONTRACTOR SHALL CALL
“JULIE” AT (800) 892-0123 FOR FIELD LOCATIONS OF BURIED
ELECTRIC. TELEPHONE AND  GAS FACILITIES. (48 HOURS

NOTIFICATION IS REQUIRED).

TEN FOOT (10-FT) TRANSITIONS SHALL BE USED TO MATCH PROPQSED
ITEMS OF WORK TO EXISTING ITEMS IN THE FIELD. UNLESS
OTHERWISE SHOWN. THE TRANSITIONS SHALL BE PAID FOR AT THE
CONTRACT UNIT PRICE FOR THE PROPOSED ITEM OF WORK SPECIFIED.

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH
THE RESPECTIVE UTILITY COMPANIES AND THE VILLAGE OF
NORTHBROOK .

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD
OFFICE ON STATE PROPERTY WITHOUT WRITTEN PERMISSION FROM THE
DEPARTMENT.

ALL DAMAGE TO EXISTING PAVEMENT MARKINGS OR RAISED
REFLECTIVE PAVEMENT MARKINGS QUTSIDE THE REMOVAL LIMITS
SHOWN ON THE PLANS SHALL BE REPLACED AT NO ADDITIONAL COST

TO THE DEPARTMENT.

BEFORE BEGINNING ANY WORK., THE CONTRACTOR SHALL RETAIN AND
RECORD FOR FUTURE REFERENCE. ALL EXISTING PAVEMENT MARKING
LINES AND RAISED REFLECTIVE PAVEMENT MARKERS IN ORDER THAT
THESE LOCATIONS CAN BE RE-ESTABLISHED FOR STRIPING. EXACT
LOCATIONS OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED BY
THE ENGINEER.

IT SHALL BE THE CONTRACTORS RESPONSIBILITY TG VERIFY ALL
DIMENSIONS AND CONDITIONS EXISTING IN THE FIELD PRIOR TO
CONSTRUCTION AND ORDERING MATERIALS.

THE RESIDENT ENGINEER SHALL CONTACT THE TRAFFIC CONTROL
SUPERVISOR AT (847) 705-4470 A MINIMUM OF 72 HOURS PRIOR TO
THE PLACEMENT ON ANY TEMPORARY TRAFFIC CONTROL DEVICES.

THE RESIDENT ENGINEER SHALL CONTACT MR. WALLY CZARNY. AREA
TRAFFIC FIELD ENGINEER AT (847) 7/5-84/9 A MINIMUM OF
TWO WEEKS PRIOR TO PLACEMENT OF PERMANENT PAVEMENT MARKINGS.

DO NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.

SAW CUTS WILL NOT BE PAID FOR SEPARATELY. BUT SHALL BE

INCLUDED IN THE COST OF THE ITEM BEING REMOVED.

ANY REFERENCE TO STANDARDS THROUGHOUT THE PLANS OR SPECIAL
PROVISIONS SHALL BE INTERPRETED AS THE LATEST STANDARD OF
THE DEPARTMENT AS SHOWN.

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED. THE
ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE
REMOVED. THE CONTRACTOR SHALL PROTECT AND CAREFULLY

PRESERVE ALL PROPERTY MARKS AND MONUMENTS. THE ENGINEER. OR
AN AUTHORIZED SURVEYOR OR AGENT WILL WITNESS OR OTHERWISE
REFERENCE AND RESET MONUMENTS AS NECESSARY. ALL PROPERTY
CORNERS EXCEPT THOSE WITHIN AREAS WHERE THE SCHEDULE SHOWS
PLACEMENT OF R.0.W. MARKERS SHALL REMAIN UNDISTURBED.

THE CONTRACTOR AS REQUIRED. SHALL OBTAIN ALL NECESSARY
PERMITS PRICR TQO COMMENCING WITH CONSTRUCTION.

THE CONTRACTOR WILL BE REQUIRED TO COMPLY WITH STATE OR
LOCAL REGULATIONS REGARDING AIR. WATER. AND NOISE POLLUTION.

THE
SHALL BE
LIMITS.

CONTRACTORS OPERATIONS AND TEMPORARY STORAGE ACTIVITIES
LIMITED TO THE WORK AREA AND/OR CONSTRUCTION
ANY ADDITIONAL STAGING AREAS ADJACENT TO THE
PROJECT ARE SUBJECT TO PRIOR APPROVAL BY THE ENGINEER. NO
ADDITIONAL COMPENSATION WILL BE ALLOWED TO THE CONTRACTOR
FOR COMPLIANCE WITH THE ABOVE REQUIPEMENTS.

THE CONTRACTORS PERSONNEL SHALL NOT BE ALLOWED TO PARK
PERSONAL VEHICLES IN THE WORK AREA AND/OR CONSTRUCTION
LIMITS.

ACCESS SHALL BE PROVIDED AT ALL TIMES TO PROPERTIES ABUTTING
THE PROPOSED IMPROVEMENT.

GENERAL NOTES -~ ROADWAY

THE CONTRACTOR SHALL USE CARE IN GRADING OR EXCAVATING NEAR
ANY  AND ALL EXISTING ITEMS WHICH WILL NOT BE REMOVED. ANY
DAMAGE DONE  TO EXISTING ITEMS BY THE CONTRACTOR SHALL BE

REPAIRED BY HIM AT HIS OWN EXPENSE.

BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING
(WHERE RESURFACING MEETS EXISTING PAVEMENT). IN ACCORDANCE
WITH THE BUTT JOINT AND HOT-MIX ASPHALT TAPER DETAILS SHEET
INCLUDED IN THE PLANS. UNLESS OTHERWISE SPECIFIED.

THE REMOVAL OF SINGLE RAIL. DOUBLE RAIL. RUB RAIL. AND
TERMINAL SECTIONS (TAPERS AND END SECTIONS) SHALL BE PAID
FOR AT THE CONTRACT UNIT PRICE COST PER LINEAL FGOT FOR

STEEL PLATE BEAM GUARD RAIL REMOVAL.

THE ENGINEER SHALL BE THE SOLE JUDGE CONCERNING CURING TIME
FOR THE VARIOUS HOT-MIX ASPHALT LIFTS.

GENERAL NOTES - DRAINAGE

THE CONTRACTOR SHALL MAINTAIN THE SURFACE DRAINAGE OF THE
ROAD DURING CONSTRUCTION OF THIS PROJECT. THIS WORK SHALL
NOT BE PAID FOR SEPARATELY. BUT SHALL BE CONSIDERED

INCIDENTAL TO THE CONTRACT.

ANY LOOSE MATERIAL DEPOSITED IN THE FLOW LINE OF DITCHES.
GUTTERS. CROSSROAD PIPES. OR DRAINAGE STRUCTURES DUE TO
CONSTRUCTION OPERATIONS SHALL BE REMOVED AT THE CLOSE OF

EACH WORKING DAY. AT THE CONCLUSION OF CONSTRUCTION
OPERATIONS. ALL STRUCTURES SHALL BE FREE OF DIRT AND DEBRIS.
THIS WORK SHALL NOT BE PAID FOR SEPARATELY. BUT SHALL BE

CONSIDERED INCIDENTAL TO THE CONTRACT.

GENERAL NOTES - UTILITIES

CONTRACTOR SHALL PROTECT EXISTING AND NEW UTILITIES.
THE CONTRACTOR SHALL BRACE

THE
WHEN REQUIRED BY THE ENGINEER.
AND SUPPORT THE UTILITIES PROPERLY IN ORDER TO PREVENT
SETTLEMENT. DISPLACEMENT. OR DAMAGE TQ THE UTILITIES. THE
PROTECTION OF THE UTILITIES AS SPECIFIED HEREIN WILL NOT BE
PAID FOR SEPARATELY. BUT SHALL BE CONSIDERED AS INCIDENTAL
TO THE CONTRACT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE
OWNERS OF ALL EXISTING FACILITIES SO THE UTILITIES AND THEIR
APPURTENANCES MAY BE LOCATED AND ADJUSTED OR MOVED. IF
NECESSARY. PRIOR TO THE START OF CONSTRUCTION OPERATIONS.
THE CONTRACTOR SHALL COOPERATE WITH ALL UTILITY OWNERS AS
PROVIDED FOR IN THE STANDARD SPECIFICATIONS.

GENERAL NOTES - LANDSCAPING

FERTILIZER NUTRIENTS SHALL BE APPLIED AT THE FOLLOWING RATES
PER ACRE:

NITROGEN FERTILIZER NUTRIENT - 90 LBS./ACRE
PHOSPHORUS FERTILIZER NUTRIENT - 90 LBS./ACRE
POTASSIUM FERTILIZER NUTRIENT - 90 LBS./ACRE

GENERAL NOTES - EROSION AND SEDIMENT CONTROL

e

TEMPORARY

ERODIBLE BARE EARTH AREAS.

ALL EROSION CONTROL MEASURES SHALL BE
REQUIREMENTS OF
APPLICABLE

CONTRACT,

AT ANY AREA WHERE THERE IS NO PROPOSED GRADING.

EROCSION CONTROL SEEDING SHALL BE PROVIDED
REFER TO SPECIAL PROVISIONS.

THE STANDARD SPECIFICATIONS AND OF
STATE STANDARDS FOR THE ENTIRE DURATION OF

AT ALL

IN ACCORDANCE WITH THE
THE
THE

OR UNTIL SUCH A TIME AS DIRECTED BY THE ENGINEER.

GROUND COVER SHALL REMAIN.
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NONE

HIGHWAY STANDARDS

%

280001-05
51500103

606001-04

630001~049

630301-05

€31011-07
631031-09
63500603
635011-02
667101-01
701701-01

701801-04

701901-01

000001-006

TEMPORARY EROSION CONTROL SYSTEMS
NAME PLATE FOR BRIDGES

CONCRETE CURB TYPE B AND COMBINATION CONCRETE
CURB AND GUTTER

STEEL PLATE BEAM GUARDRAIL

SHOULDER WIDENING FOR TYPE 1(SPECIAL)
GUARDRAIL TERMINALS

TRAFFIC BARRIER TERMINAL. TYPE 2
TRAFFIC BARRIER TERMINAL. TYPE 6
REFLECTOR AND TERMINAL MARKER PLACEMENT
REFLECTOR MARKER AND MOUNTING DETAILS
PERMANENT SURVEY MARKERS

URBAN LANE CLOSURE. MULTILANE INTERSECTION

LANE CLOSURE. MULTILANE 1W OR 2W CROSSWALK OR
SIDEWALK CLOSURE

TRAFFIC CONTROL DEVICES

STANDARD SYMBOLS. ABBREVIATIONS AND PATTERNS

THE EXISTING
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